Q)

U.S. Department
of Transportation

400 Seventh Street, S.W.
Washington, D.C. 20590

National Highway
Traffic Safety
Administration

Dear Crash Data Researchers/Users:

Thank you for choosing crash data from the National Highway Traffic Safety
Administration (NHTSA) for your research or other use. The information contained in
this motor vehicle crash report is collected, maintained and distributed in accordance with
Public Law 89-564. In accordance with this Public Law, NHTSA is required not to
release any case information until completion of quality control procedures. These
procedures include a review of the case material to extract all names, licenses and
registration numbers, non-coded interview material, non-research related researcher
comments in the margins, non-factual data, and the production number portion of the
vehicle identification number (VIN).

If you requested NHTSA to query its database files in order to identify a specific crash,
then that query was made using non-personal descriptors you provided for use in our
search. This motor vehicle crash may have been identified from a data search and
matches the general, non-personal descriptors you provided, but we cannot confirm that
this is the specific crash report you requested.

If you have any questions with regard to the above procedures, please contact the Field
Operations Branch, Crash Investigation Division, National Center for Statistics and
Analysis at 202-366-4820. Again, please be advised that we cannot confirm that this is
the case that you have specifically requested nor can we certify the information to be

correct.
*kk  kkk koK

— Get i ogether! {800) 424-9393
Wash. D.C. Ares 366-0123
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U.S. Department of Transportation
National Highway Traffic Safety C ASE S U M M ARY NATIONAL ACCIDENT SAMPLING SYSTEM

Administration CRASHWORTHINESS DATA SYSTEM
PSU 73 CASE NO. 097D TYPE OF ACCIDENT Car/Tractor-trailer - Control loss

A. DESCRIPTION OF THE ACCIDENT SEQUENCE AND ACCIDENT PECULIARITIES

(Provide a summary of the accident sequence as well as any particular event of the accident that is noteworthy.
Injury mechanism and vehicle crashworthiness is the focus, not driver culpability. Do not include any personal
identifiers.)

V1 was heading west in the middle lane of three on a highway and lee+
comtrot—amt cut across the path of V2. V2 was heading west in the left lane.

V1 struck the front right corner of V2 with the front left corner. , V1 rotated

v
countersetoelarige- and rolled over U e

VP dedewn .
left lane and struck the inner wall with the front end. Final rest of V1 was

across the

A
on the inner berm upside down. VI was towed from the scene and the driver was

transported for treatment.

hieles sideslegged.

B. VEHICLE PROFILE(S)

Most Severe Damage
Based on Vehicle Inspection

. Class
VeNh;cIe of Year/Make/Model Damage Severity Co'r:n [.Jlonent
’ Vehicle Plane Description ailure
01 | Compact 82/Ford/Mustang Front Moderate None
02 ([Tractor-trailer| 87/Freightliner Unknown Unknown Unknown

DO NOT SANITIZE THIS FORM

HS Form 434A (1/93)



C. PERSON PROFILE(S) BEST AVAILABLE

Most Severe Injury
Vehicle| Person Seat Restraint (TO BE COMPLETED BY ZONE CENTER)
No. Role Position Use
Body Region | Injury Type | AIS Injury Source

Driver |Front left | None lAA 5ch ."£¢d CO.,\J[\ASMI'\S J f/( A ‘Cnp WL

Body Region Brain Dislocation
Ears Fracture
Abdomen Eye Fracture and dislocation
Ankle—foot Heart Laceration
Arm (upper) Kidneys Other
Back-thoracolumbar spine Liver Perforation, puncture
Chest Mouth Rupture
Elbow Noise Sprain
Face Pulmonary—lungs Strain
Forearm Spleen Total severance, transection
Head —skull Thyroid, other endocrine gland Unknown
Knee Vertebrae
Leg (lower) Abbreviated Injury Scale
Lower limbs(s) (whole or unknown Injury Type
part) {1} Minor injury
Neck—cervical spine Abrasion (2) Moderate injury
Pelvic — hip Amputation (3) Serious injury
Shoulder Avulsion (4) Severe injury
Thigh Burn (5) Critical injury
Upper limb(s) (whole or unknown Concussion {6) Maximum (untreatable)
part) Contusion (7) Injured, unknown severity
Whole body Crush
Wrist—hand Detachment, separation
DO NOT SANITIZE THIS FORM




U.S. Department of Transportation ACC'DENT COLL'SION DIAGRAM '

National Highway Traffic Safety NATIONAL ACCIDENT SAMPLING SYSTEM
Administration CRASHWORTHINESS DATA SYSTEM

Indicate
PSUNo. 7 > Case Number—Stratum & 9 1 D North
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U.S. Department of Transportation

National Highway Traffic Safety
Administration

ACCIDENT COLLISION
MEASUREMENT TABLE

NATIONAL ACCIDENT SAMPLING SYSTEM
CRASHWORTHINESS DATA SYSTEM

Primary Sampling Unit Number Z 3

Case Number—Straum & § 7 D

. (at location of

CRASH DATA

VEH. #1  VEH. #2 VEH. #3

Heading Angle 300 8s° -

Surface Type ASPHAT -

Surface
Condition Dey -

Grade (v/h)

Measurement (57 {IN —
(between impact

and final rest)

Grade (v/h)
Measurement (A0 4 —

rollover initiation)

Reference Point:

Reference line:

Item

Distance and Direction
"~ from Reference Point

Distance and Direction
from Reference Line

HS Form 431A (1/93)



Item

Distance and Direction
from Reference Point

Distance and Direction
from Reference Line




SECT AUATIATI D FADY
e BEST AVAILABLE COFY

U.S. Department of Transportation

National Highway Traffic Safety NATIONAL ACCIDENT SAMPLING SYSTEM
Administration AC CIDENT Fo RM CRASHWORTHINESS DATA SYSTEM

SPECIAL STUDIES - INDICATORS

1. Primary Sampling Unit Number 7 3

Check (/) each special study (SS14-SS18 below)
2. Case Number - Stratum —@—i—-—l—g that has been completed; code 1 for the checked

special studies and O for the special studies not
' IDENTIFICATION checked.

3. Number of General Vehicle 6. SS14 Fatal AOPS Q
Forms Submitted __@ Z
7. SS15 Administrative Use _Q_
4. Date of Accident
{Month,Day, Year) /9 3
8.__ SS16 Z
5. Time of Accident | 6 5 &
9. SS17 2
Code reported military time of accident.
NOTE: Midnight = 2400 10. __ ss18 _ﬂ
Unknown = 9999
NUMBER OF EVENTS
11. Number of Recorded Events NASS Cang Cry , “}'

in This Accident 19 Revi G /é
ond Pren —Q

Code the number of events which occurred
in this accident.

For each event that occurred in the accident, code the lowest numbered vehicle in the left columns and the other
involved vehicle or object on the right.

Accident Event General Vehicle Number General
Sequence Vehicle Class Of Area of or Class Of Area of
Number Number Vehicle Damage Object Contacted Vehicle Damage

12. 0 13. & | w. g Z 15 FE 6. J2 1. 24 1R

19._0_2 20._¢_[__ n P2 22.Zﬁ 2. 21 24 PP 2npf

26. 0 & i 27. P | 8. @2 20 F 30. 52 3. ¢ ¢ 2.@
RASS Cdng C10 i o
1t Revt G . mo
33._0_/& 3. 35 36M¢ Revd . 37, %5 Rev3 38, 39.
\ : 4
40. 0 41._%1 42._%7/ s & a4, 2 5. R Y e R
' NASS Carg G
IF GREATER THAN FIVE EVENTS, CONTINUE CODING ON THE ACCIDENT EVENT SUPPLEMENT o Rev b

HS Form 434 (Rev. 1/93)



{00)
(01)
(02)

CODES FOR
CLASS OF VEHICLE

Not a motor vehicle
Subcompact/mini (wheelbase < 254 cm)
Compact (wheelbase = 254 but < 265 cm)

CODES FOR GENERAL AREA
OF DAMAGE (GAD)

CDS APPLICABLE
AND

OTHER VEHICLES VEHICLES

TDC APPLICABLE

(03) Intermediate (wheelbase = 265 but < 278 cm)
(04) Full size (wheelbase = 278 but < 291 cm)
(05) Largest (wheelbase = 291 cm)

(09) Unknown passenger car size

(11) Compact utility vehicle

(12) Large utility vehicle (< 4,500 kgs GVWR)
(13) Passenger van (< 4,500 kgs GVWR)

(14) Other van (< 4,500 kgs GVWR)

(15) Pickup truck (=< 4,500 kgs GVWR)

(18) Other truck (< 4,500 kgs GVWR)

(19) Unknown light truck type

(20) School bus

(21) Other bus

(22) Truck (> 4,500 kgs GVWR)

(23) Tractor without trailer

(24) Tractor-trailer(s)

(25) Motored cycle

(28) Other vehicle

(99) Unknown

0)

Not a motor vehicle (O) Not a motor vehicle
(N} Noncollision (N) Noncollision
(F) Front (F) Front
(R) Right side (R) Right side
(L) Left side (L) Left side
(B) Back (B) Back of unit with cargo
(T) Top area (rear of trailer or
(U) Undercarriage straight truck)
(9) Unknown (D) Back (rear of tractor)

(C) Rear of cab

(V) Front of cargo area
(T) Top

(U) Undercarriage

(9) Unknown

CODES FOR VEHICLE NUMBER OR OBJECT CONTACTED

{01-30) — Vehicle Number

Noncollision
(31) Overturn — rollover
(32) Fire or explosion
(33) Jackknife
(34) Other intraunit damage (specify):

{35) Noncollision injury
{38) Other noncollision (specify):

{39) Noncollision — details unknown

Collision With Fixed Object
(41) Tree {< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
(43) Shrubbery or bush
(44) Embankment

(45) Breakaway pole or post (any diameter)

Nonbreakaway Pole or Post
{50) Pole or post {< 10 cm.in diameter) :
{61) Pole or post (> 10.cm but < 30 cm in *
diameter)
(62) Pole or post (> 30 cm in diameter)
(63) Pole or post (diameter unknown)

{54) Concrete traffic barrier

(65) Impact attenuator

(56) Other traffic barrier (includes guardrail)
(specify):

(67) Fence

{58) Wall

(569) Building

{60) Ditch or culvert

(61) Ground

(62) Fire hydrant

(63) Curb

(64) Bridge

(68) Other fixed object (specify):

{69) Unknown fixed object

Collision with Nonfixed Object

{71) Motor vehicle not in-transport
{72) Pedestrian

{73) Cyclist or cycle

{74) Other nonmotorist or conveyance

{75) Vehicle occupant

(76) Animal

(77) Train

(78) Trailer, disconnected in transport
(88) Other nonfixed object (specify):

{89) Unknown nonfixed object

{98) Other event (specify):

{99) Unknown event or object
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Natlonal Accident Sampling System-Crashworthiness Data System: General Vehicle Form

OCCUPANT RELATED 24. Rollover

/

16. Driver Presence in Vehicle
(O} Driver not present
(1) Driver present
(9) Unknown

17. Number of Occupants This Vehicle
(00-96) Code actual number of occupants
for this vehicle
(97) 97 or more
{99) Unknown

18. Number of Occupant Forms Submitted Q’ /

VEHICLE WEIGHT ITEMS

19. Vehicle Curb Weight
1149 Code weight to nearest

10 kilograms. Mm(}é‘o
(045) Less than 450 kilograms ':;d By

{610) 6,100 kilograms or more
{999) Unknown

_‘&,1’_7_§|bsx 4536 = L,l’_(tikgs

Source:

2.2 ¢ o

20. Vehicle Cargo Weight
Code weight to nearest
10 kilograms.
{000) Less than 5 kilograms
(450) 4,500 kilograms or more
(999) Unknown

, Ibs X .4536 = __,

kgs

(0) No towed unit
(1) Yes—towed trailing unit
(9) Unknown

22. Documentation of Trajectory Data
for This Vehicle
(0) No
(1) Yes

)

23. Post Collision Condition of Tree or Pole
{For Highest Delta V)
{O) Not collision (for highest delta V) with
tree or pole
(1) Not damaged
(2) Cracked/sheared
(3) Tilted <45 degrees
{4) Tilted =45 degrees
(5) Uprooted tree
{6) Separated pole from base
{7) Pole replaced
(8) Other (specify):

(9) Unknown

RECONSTRUCTION DATA
21. Towed Trailing Unit _gi

54, 73- 097D
Vol

Page 2
NASS Cdrg Cry Véi

{0) No rollover (no overturning) &t Revt G

ncé Revy3
Rollover (primarily about the longitudinal axis)
{1} Rollover, 1 quarter turn only
{2) Rollover, 2 quarter turns
{3) Rollover, 3 quarter turns
{4) Rollover, 4 or more quarter turns (specify):

(5) Rollover--end-over-end (i.e., primarily
about the lateral axis)
{9) Rollover (overturn), details unknown

OVERRIDE/UNDERRIDE (THIS VEHICLE)

2
2

25. Front Override/Underride (this Vehicle)
26. Rear Override/Underride (this Vehicle)

(0) No override/underride, or
not an end-to-end impact

Override (see specific CDC)

(1) 1st CDC

{2) 2nd CDC

(3) Other not automated CDC (specify):

Underride (see specific CDC)

(4) 1st CDC

{5) 2nd CDC

{6) Other not automated CDC (specify):

{7) Medium/heavy truck or bus override
(9) Unknown

HEADING ANGLE AT IMPACT FOR
HIGHEST DELTA V

Values: (000)-(359) Code actual value yassCangCra
(997) Noncollision it RevE G
(998) Impact with object nd Reovd
(999) Unknown

/ b @)
27. Heading Angle For This Vehicle M
28. Heading Angle For Other Vehicle M
- —70

NASS Cdng Crg t;
¥t Revf G
2 Rov3 __




National Accident Sampling System-Crashworthiness Data System: General Vehicle Form \/. g / Page 5
OTHER DATA 61. Rollover Initiation Object Contacted 3' ﬁ i
NASS [
56. Driver's Zip Code 1t nc:q: ég

62. Location on Vehicle Where In®8i ¥%doipal 8 g

(00000) Driver not present Tripping Force Is Applied

{00001) Driver not a resident of U.S. or territories

Code actual 5-digit zip code (0) No rollover NASS Cdng Crg
tG6
{99999) Unknown (1) Wheels/tires '2:!2:3,
(2) Side plane '
57. Driver’'s Race/Ethnic Oribin [ :2; Szgigzgﬁiage
{O) Driver not present . . o
(1) White (no n-H_is D an_i c) {56) Other location on vehicle (specify):
(2) Black (non-Hispanic) (8) Non-contact rollover forces (specify):

(3) White (Hispanic)

{4) Black (Hispanic)

(6) American Indian, Eskimo or Aleut
(6) Asian or Pacific Islander

ey, NASS Cdng Cry:
(8) Other (specify): 63. Direction of Initial Roll ot S A

2nd Rov3
(9) Unknown v —

(9) Unknown

(0) No rollover
(1) Roll right - primarily about the longitudinal axis

58. Vehicle Special Use (This Trip) Z (2) Roli left - primarily about the longitudinal axis
(0) No §pec1al use (6) End-over-end (i.e., primarily about the lateral
(;) Taxi Hool axis)
{2) Vehicle used as school bus S
{3) Vehicle used as other bus (9) Unknown roll direction
(4) Military
(5) Police

(6) Ambulance
(7) Fire truck or car PRECRASH DATA

(8) Other (specify):
(9) Unknown 64. Pre-Event Movement (Prior to / "l % ,
Recognition of Critical Event) .

ROLLOVER DATA (01) Going straight NASS Cdrg Cho

(02) Slowing or stopping in traffic lane oy for ©
If GVO7 (Body Type) = 1-49, leave GV59-GV63 blank. (03) Stamng b f?ig Ia% y ane g povy
If GV24 (Rollover) = 0, then GV59-GV63 must equal O. 04) Stopped i traffic lane

It GV24 = 9, then GV59-GV63 must equal 9. (05) Passing or overtaking another vehicle

. (06) Disabled or parked in travel lane
59. :Bc;llnr:u;(l)rl:g?et:on Type NASS Cong Crd 3 ,ét (07) Leaving a parking position
(1) Trip-over w AL G (08) Entering a parking position
(2) Flip-over ond Rev3d _ (09) Turmning right
(3) Tu‘l)'n-over (10) Tumjng left
(4) Climb-over (11) Maknpg a U-turn
(5) Fall-over (12) Backing up (other than for parking position)

{13) Negotiating a curve

(14) Changing lanes

(15) Merging

(16) Successful avoidance maneuver to a previous
critical event

(97) Other (specify):

(6) Bounce-over
{7) Collision with another vehicle
(8) Other rollover initiation type specify):

(9) Unknown rollover initiation type

I 5 Comuon.  (oss  Acisg Pt
. .. NASS Cdng Crg ﬁ (98) No driver present
60. Location of Rollover Initiation Yu Revt G v (99) Unknown
2nd Rev3 __

(0) No rollover

(1) On roadway

(2) On shoulder—paved
(3) On shoulder—unpaved
(4) On roadside or divided trafficway median
(9) Unknown

e
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U 73-097D
R

CODES FOR ROLLOVER INITIATION OBJECT CONTACTED

{00) No rollover
{01-30) — Vehicle Number

Noncollision

(31) Turn-over — fall-over
(33) Jackknife

Collision With Fixed Object

(41) Tree (< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
{43) Shrubbery or bush

(44) Embankment

{45) Breakaway pole or post (any diameter)

Nonbreakaway Pole or Post

(50) Pole or post (< 10 cm in diameter)

(61) Pole or post (> 10 cm but < 30 cm in
diameter)

{52) Pole or post (> 30 cm in diameter)

{63) Pole or post (diameter unknown)

{54) Concrete traffic barrier

(55) Impact attenuator

(56) Other traffic barrier (includes guardrail)
(specify):

(57) Fence

{58) Wall

{59) Building

(60) Ditch or culvert

(61) Ground

{62) Fire hydrant

(63) Curb

(64) Bridge

(68) Other fixed object (specify):

(69) Unknown fixed object

Collision with Nonfixed Object

{71) Motor vehicle not in-transport
(76) Animal

(77) Train

(78} Trailer, disconnected in transport
(88) Other nonfixed object (specify):

(89) Unknown nonfixed object

{98) Other event (specify):

{99) Unknown event or object




Q BEST AVAILABLE

U.S. Department of Transportation

| High NATIONAL
Naton Highwey Trtt Stety EXTERIOR VEHICLE FORM _ Mamiouat sccoem saupua sverc
1. Primary Sampling Unit Number _73 3. Vehicle Number QL
2. Case Number - Stratum ¢ 4 1 D

VEHICLE IDENTIFICATION

VIN ' F ABP | 6 B_(QC F ModelYear_i_Z_'—__
Vehicle Make (specify): ﬁ’LD Vehicle Model (specify): ml’éf;‘ﬁ‘-’c 20,

LOCATOR

Locate the end of the damage with respect to the vehicle longitudinal center line or bumper corner for end impacts
or an undamaged axle for side impacts.

Specific Impact No. Location of Direct Damage Location of Field L

QN STANE AT LE  comEr

D2 '
CRUSH PROFILE IN CENTIMETERS

NOTES: Identify the plane at which the C-measurements are taken (e.g., at bumper, above bumper, at sill, above
sill, etc.) and label adjustments (e.g., free space).

Measure and document on the vehicle diagram the location of maximum crush.

Measure C1 to C6 from driver to passenger side in front or rear impacts and rear to front in side
impacts. :

/5‘56 Free space value is defined as the distance between the baseline and the original body contour taken at
the individual C locations. This may include the following: bumper lead, bumper taper, side protrusion,
side taper, etc. Record the value for each C-measurement and maximum crush.

Use as many lines/columns as necessary to describe each damage profile.

Specific Plane of Impact I?i_rect Damage Field
rmm:r C-Measurements :’g‘gg; Ch:l::h L G C. Cs C. Ce Ce *D
Bl 4| pror goaer | Shep] 18|68 [2¢ ||| 5|2 |1 [ |4
B2 (ovdeimines | pance) 1l lel4 111119
1Sl z2 |l 1|l lgla
@z —1——| Rod ov —T
- F

HS Form 435A (Rev. 1/93)



BEST AVAILABLE CGPY

ORIGINAL SPECIFICATIONS WORK SHEET

Wheelbase _Z_éﬁ.i'/inches x 2.54 = __Zg_g_cm/
Overall Length /7 9.1 “inches x 2.5 = 4 58 8_cm/,
Maximum Width ____é;_?_L ‘/inches x 2.54 = | 7 £ cem
Curb Weight 2, JA—_—/——% pounds x .4536 = _ /[, ﬁ%g
Average Track 5%" 5 6 .8 inches x 2.54 = | 4 4 cn
Front Overhang > 9.8 inches x 2.54 = /P D cm
Rear Overhang 2 9.2 inches x 2.54 = _[_Q_g&cm
Undeformed End Width . inches x 2.54 = I, |
Engine Size: cyl./displ. __  cc x .001 = L

L L & 90 cp x .0164 = J. 31




National Accident Sampling System-Crashworthiness Data System: Exterior Vehicle Form

VEHICLE DAMAGE SKETCH

(1) Yes (2) No (8) NA (9} Unk.

Front Overhang

Rear Overhang

TIRE—WHEEL DAMAGE ORIGINAL SPECIFICATIONS WHEEL STEER ANGLES
a. Rotation physically b. Tire (For locked front wheels or

restricted deflated Wheelbase - ZSS cm displaced rear axles only)
Overall Length ﬂ:S § cm RF + °

RF 2 RF 2 LF o

LwF 2 LF 3 Maximum Width (1€ cm RR * o

RR Z RR . ; LR o

\R Z \R 72 Curb Weight 149 kg =
Average Track (4 ‘(’ cm Within & 5 degrees

i4¢ cm
|1$P  cm

Page 2b

DRIVE WHEELS
Eﬁwo ‘ORWD 0O 4WD

i‘

>
—L Original

.

T Bumper height

lsg

NOTES:

[{ tructing the
received on the back of this page.

TYPE OF TRANSMISSION "
B/ Undeformed End Width ___ 158 om [poorrs
‘00 Manual Automatic Engine Size: cyl./displ. 2> L Cargo Weight  — kg
| MEASUREMENTS IN CENTIMETERS l-b‘————-‘
T T
\
T

-~
{

T

pLAL TRANSFOLE

156

[ oovH
\'Z22

Liehr Sceareunis (Bou-ovEd)

n|

gLy -

J
NrE

Stringline _LQA

4 P SS7P
\
POST-CRASH
Bumper corner. 18 Z5¢ V"j'l_}umper corner
Stringline |8¢ SCANTT s 182 _ suingiine
|~ Selarciimac (Rouon
(fowsved
= N
@ 1" 7
D “POST.CRASH
Bumper corner 97 258 =':_9_3_=E umper corner

Sketch new perimeter and cross hatch direct damage and single hatch induced damage on all views. Annotate observations which might be useful in
1t (e.g., grassin tire bead, direction of striations, scuff on sidewalis, etc.). if pulling trailer, sketch type of trailer and damage

Annotate any damage caused by extrication such as component removal by torching, prying, or hydraulic shears.

__IMStringline

HS Form 435B (2b) (1/93)



National Accident Sampling System-Crashworthiness Data System: Exterior Vehicle Form BEST AVAILABLE Page 3

CODES FOR OBJECT CONTACTED

(01-30) — Vehicle Number (567) Fence
(58) Wall
Noncollision (59) Building
(31) Overturn — rollover (60) Ditch or culvert
(32) Fire or explosion {61) Ground
(33) Jackknife (62) Fire hydrant
(34) Other intraunit damage (specify): {63) Curb
(64) Bridge
{35) Noncollision injury (68) Other fixed object {specify):

(38) Other noncollision (specify):

{69) Unknown fixed object

(39) Noncollision — details unknown
Collision with Nonfixed Object

Collision With Fixed Object {71) Motor vehicle not in-transport
{41) Tree (< 10 cm in diameter)} (72) Pedestrian
(42) Tree (> 10 cm in diameter) {73) Cyclist or cycle
{43) Shrubbery or bush (74) Other nonmotorist or conveyance

{44) Embankment

(75) Vehicle occupant

{45) Breakaway pole or post (any diameter) (76) Animal
(77) Train
Nonbreakaway Pole or Post (78) Trailer, disconnected in transport

{50) Pole or post (= 10 cm in diameter) (88) Other nonfixed object (specify):
{51) Pole or post (> 10 cm but < 30 cm in

diameter) (89} Unknown nonfixed object
(52) Pole or post (> 30 cm in diameter)
(53) Pole or post (diameter unknown) (98) Other event (specify):
(54) Concrete traffic barrier {99) Unknown event or object

(55) Impact attenuator
(56) Other traffic barrier {includes guardrail)

(specify):
DEFORMATION CLASSIFICATION BY EVENT NUMBER
(4) (5)
Accident (M2 Specific Specific (6)
Event Direction Incremental {3) Longitudinal  Vertical or Type of (7)
Sequence Object of Force Value of Deformation  or Lateral Lateral Damage Deformation
Number Contacted (degrees) Shift Location Location Location Distribution Extent

L

$1 2 3Zg ¢ F
823 9z Q9@ gg ER
gzt 581 9a9 @ F
oz O 280 L

wt g 20
o @
W/ @ |
w o[

£
/gﬁ
gb
M

T T R
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U.S. Department of Transportstion

BEST AVAILARLE

::m "l:lg:::v-y Traffic Safety INTERIOR VEHICLE FORM NATIONAL ACCIDENT SAMPLING SYSTEM
1. Primary Sampling Unit Number ’73

Glazing Damage from Impact Forces
2. Case Number - Stratum ¢ q .7 D

15. wsZ- 16. LF@ 17.RF (D 18. LR 19. RRZ

3. Vehicle Number /N P B 21. Root 8 22. Other 3
(0) No glazing damage from impact forces
. (2) Glazing in place and cracked from impact forces

4. Passenger Compartment Integrity _¢ (3) Glazing in place and holed from impact forces

(00) No integrity loss (4) Glazing out-of-place (cracked or not) and not holed from

impact forces

Yes, Integrity Was Lost Through (5) Glazing out-of-place and holed from impact forces

(01) Windshield (6) Glazing disintegrated from impact forces

(02) Door {side) (7) Glazing removed prior to accident

(03) Door/hatch {back door) ) (8) No glazing

(04) Roof (8) Unknown if damaged

(05) Roof glass

(06) Side window

{07) Rear window (backlight) Glazing Damage from Occupant Contact

(08) Roof and roof glass

(03) Windshield and door (side) 23. W5_¢ 24.LF B 25. RF 2 26. LR_¢27 RR _¢_

{10) Windshield and roof

(11) Side and resr window (side window and backlight) 28. BL (D 29. Roof (P 30. Otherﬁ

N . ind
::g; ‘g::?:’::k:i::dw?:‘dd:x ow (0) No occupant contact to glazing or no glazing
L e, (1) Glazing contacted by occupant but no glazing damage
(98) Other combination of above (specify): (2) Glazing in place and cracked by occupant contact
(3) Glazing in place and holed by occupant contact
(99) Unknown Cha (4) Glazing out-of-place (cracked or not) by occupant
NASS Cﬂﬂg ci‘ contact and not holed by occupant contact
ist Rov {5) Glazing out-of-place by occupant contact and holed by
. Hatch O . nd Revd , occupant contact

Door, Tailgate or Hatc pening {6) Glazing disintegrated by occupant contact

5. LF Z 6. RF l 7.LR Q 8. RR _Q 9. TG Iyﬁ (9) Unknown if contacted by occupant

If No Glazing Damage And No Occupant Contact or No

(0) No door/gate/hatch Glazing, Then Code IV31 Through IV46 As @
(1) Door/gate/hatch remained closed and operational

(2) Door/gate/hatch came open during collision
(3) Door/gate/hatch jammed shut Type of Window/Windshield Glazing

(8) Other ify):
or {spect 31.ws_/ 32.LF P 33. RF{D 34. LR @35. RRYZ

36.BL¢ 37. Root (P 38. Other?

(0) No glazing contact and no damage, or no glazing
Damage/Failure Associated with Door, Tailgate or Hatch {1) AS-1 — Laminated

Opening in Collision. If IVO5-IV09 » 2, Then code 0 (2) AS-2 — Tempered

(3) AS-3 — Tempered-tinted

10. LFQ 11. RF P 12.1RZ 13. RRQ 14. TGH(D (&) AS-14 — Glass/Plasti

Other (specify):

{8) Unknown

(0) No door/gate/hatch or door not opened

(9) Unknown

Door, Tailgate or Hatch Came Open During Collision

(1) Door operational (no damage) .

(2) Latchlstriker failure due to damage Window Precrash Glazing Status

(3) Hinge failure due to dsmage a

(4) Door structure failure due to demage 39. WS_L 40. LF_Q 41. RF/P 42. LRQ43. RRQ

(5) Door support (i.e., pillar, sill, roof side rail,

o o Pier. 44. BL (7 45. Roof (746. Otherc

(6) Latch/striker and hinge feilure due to dsmage iy :

(8) Other failure (specify): :(1); ;‘i: :’Iumo contact and no damage, or no glazing
(2) Closed

{9) Unknown ' (3) Partially opened

(4) Fully opened
(8) Unknown

HS Form 436C (Rev. 1/93)



INTRUSION WORKSHEET

Note: Sketch intruded areas

Vertical
Row
Width
(cm)
£
Longitudinal V;;‘ﬁ;nl
LOCATION (All Measurements Are In Centimeters) DOMINANT
OF INTRUDED COMPARISON INTRUDED INTRUSION CRUSH
INTRUSION COMPONENT VALUE - VALUE = DIRECTION
B Toe  Paro 6 = = & Lowe,
[-13 Ohs i g~ 1pp 4 '
1/ ,’3 ﬂo& QO - 3 (&) = ,d Vs 2 of
W— | RITID Lo~ -

Document no more than the 16 most severe intrusions
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INTRUDING COMPONENT

Interior Components

(01)
(02)
(03)
(04)
(05)
(06)
(07)
(08)
(09)
(10)
(12)
(13)
(14)
(15)
(16)
(17)
(18)
(19)
(20)
(21)
(22)
(23)
(24)
(25)
(26)

(27)
(28)

Steering assembly
Instrument panel left
Instrument panel center
Instrument panel right
Toe pan

A (A1/A2)-pillar

B-pillar

C-pillar

D-pillar

Door panel (side)

Roof (or convertible top)
Roof side rail
Windshield

Windshield header
Window frame

Floor pan (includes sill)
Backlight header

Front seat back

Second seat back

Third seat back

Fourth seat back

Fifth seat back

Seat cushion

Back door/panel (e.g., tailgate)
Other interior component (specify):

Page 2

OCCUPANT AREA INTRUSION

Note: if no intrusions, leave variables IV47-1V86 blank.

Side panel - forward of the A (A2)-pillar
Side panel - rear of the A (A2)-pillar

Exterior Components

(30)
(31)

(32)
(33)
(97)
(98)

(99)

Hood
Outside surface of this vehicle (specify):

Other exterior object in the environment
{specify):

Unknown exterior object
Catastrophic

Intrusion of unlisted component(s)
{specify):

Unknown

MAGNITUDE OF INTRUSION

(1)
(2)
(3)
(4)
(5)
(6)

= 3 centimeters but < 8 centimeters

= 8 centimeters but < 15 centimeters
= 15 centimeters but < 30 centimeters
2 30 centimeters but < 46 centimeters
= 46 centimeters but < 61 centimeters

= 61 centimeters

(7) Catastrophic
(9) Unknown

1st 47. 48. 49, 50.
2nd 51. 52. 53. 54.
3rd 55. 56. 57. 58.
4th 59. 60. 61. 62.
5th 63. 64. 65. 66.
6th 67. 68. 69. 70.
7th 71. 72. 73. 74.
8th 75 76. 77. 78.
9th 79 80. 81. 82.
10th 83. 84. 85. 86.
.} LOCATION OF INTRUSION
Front Seat Fourth Seat
(11) Left (41) Left
(12) Middle (42) Middle
(13) Right {43) Right
Second Seat (97) Catastrophic
(21) Left (98) Other enclosed
{22) Middle area (specify)
(23) Right
{99) Unknown
Third Seat
" (31) Left
(32) Middle
(33) Right

DOMINANT CRUSH DIRECTION
{1) Vertical
{2) Longitudinal
(3) Lateral
(7) Catastrophic
(9) Unknown




STEERING RIM SPOKE DEFORMATION

(AR Measizements Are in Contimeters)

COMPARISON VALUE - DAMAGE VALUE = DEFORMATION

More
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STEERING COLUNVN 93. Location of Steering Rim/Spoke

87.

Steering Column Type

{1) Fixed column

(2) Tilt column

(3) Telescoping column

(4) Tilt and telescoping column
(8) Other column type (specify):

A

(9) Unknown

88.

89.

90.

91.

92.

Blank

{This variable is left blank

so that numbering consistency
can be maintained with the
1988-93 CDS.

Blank

(This variable is left blank

so that numbering consistency
can be maintained with the
1988-93 CDS.

Blank

(This variable is left blank

so that numbering consistency
can be maintained with the
1988-93 CDS.

Blank

(This variable is left blank

so that numbering consistency
can be maintained with the
1988-93 CDS.

Steering Rim/Spoke Deformation
Code actual measured .

deformation to the nearest centimeter

(00) No steering rim deformation

X X

X X X

9

{01-14) Actual measured value in centimeters

(15) 15 centimeters or more

(98) Observed deformation carinot be measured

{99) Unknown

INSTRUMENT PANEL

94.

95.

96.

97.

Deformation ;

(00) No steering rim deformation

Quarter Sections

{01) Section A

(02) Section B oq
{03) Section C

{04) Section D 6

Half Sections

(05) Upper half of rim/spoke
(06) Lower half of rim/spoke @
(07) Left half of rim/spoke W
(08) Right half of rim/spoke

(09) Complete steering wheel collapse
(10) Undetermined location
{99) Unknown

Odometer Reading _ _[ B é__ ,000

kilometers —Code to the
nearest 1,000 kilometers
{000) No odometer
{001) Less than 1,500 kilometers
{500) 499,500 kilometers or more
{(999) Unknown

113 S PG miuxroons = (B2 b €2 tarwie
Source: P O meer-

Instrument Panel Damage from
Occupant Contact? Q
{0) No

(1) Yes

(9) Unknown

Knee Bolsters Deformed from
Occupant Contact?

(0) No

(1) Yes

(8) Not present

(9) Unknown

o

Did Glove Compartment Door Open
During Collision(s)? _Q
{0) No

{1) Yes

{8) Not present

{9) Unknown
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VEHICLE INTERIOR SKETCHES

Note area of sjection/entrapment

rN_——‘

Sketch windshield contact(s) and the damaged area(s) on the instrument panel outline (e.g., radio, glove
compartment, damage to instrument panel structure.

Cross hatch contact points, draw spider webs or use other annotation as may be appropriste.

Annotate the contacted area with a letter (begin with A} and list on the Points of Occupant Contact page.
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POINTS OF OCCUPANT CONTACT

) Body Confidence
Interior Occupant Region Level of
Component No. If If Contact
Contact Contacted Known Known Supporting Physical Evidence Point
A Q y @ ( [feno Baovsro off , CRucieD 2
B
C
D
E
F
G
H
!
J
K
L
M
N
CODES FOR INTERIOR COMPONENTS
FRONT (23) Left B-pillar (46) Other occupants (specify):
(01) Windshield (24) Other left pillar (specify):
(02) Mirror {47) Interior loose objects
(03) Sunvisor (25) Left side window glass or frame (48) Child safety seat (specify):
(04) Steering wheel rim (26) Left side window glass including
{05) Steering wheel hub/spoke one or more of the following: (49) Other interior object {specify):
(06) Steering wheel (combination frame, window sill, A (A1/A2)-pillar,
of codes 04 and 05) B-pillar, or roof side rail.
(07) Steering column, transmission (27) Other left side object (specify): ROOF
selector lever, other attachment (50) Front header
(08) Add on equipment (é.g., CB, tape (28) Left side window sill (61) Rear header
deck, air conditioner) (52) Roof left side rail
(08) Left instrument panel and below RIGHT SIDE (63) Roof right side rail
(10) Center instrument panel and below (30) Right side interior surface, (54) Roof or convertible top
(11) Right instrument panel and below excluding hardware or armrests
(12) Glove compartment door {31) Right side hardware or armrest FLOOR
{(13) Knee bolster (32) Right A (A1/A2)-pillar (66) Floor (including toe pan)
(14) Windshield including one or more (33) Right B-piller (67) Floor or console mounted
of the following: front header, {34) Other right pillar (specify): transmission lever, including
A (A1/A2)-piller, instrument panel, console
mirror, or steering assembly (driver (35) Right side window glass or frame (58) Parking brake handle
side only) (36) Right side window glass including (69) Foot controle including parking
(15) Windshield including one or more one or more of the following: brake
of the following: front header, frame, window sill, A (A1/A2)-pillar,
A (A1/A2)-pillar, instrument panel, or B pillar, or roof side rail. REAR
mirror {passenger side only) (37) Other right side object (specify): (60) Backlight (rear window)
(16) Driver side air bag compartment (61) Backlight storage rack, door, etc.
cover (38) Right side window sill (62) Other rear object (specify):
(17) Passenger side air bag
compartment cover INTERIOR
(18) Windshield reinforced by exterior (40) Seat, back support
object (specify): (41) Belt restraint webbing/buckle
(19) Other front object (specify): (42) Belt restraint B-pillar CONFIDENCE LEVEL OF
attachment point CONTACT POINT
{43) Other restraint system component
LEFT SIDE (specity): (1) Certain
(20) Left side interior surface, (44) Head restraint system ~(2) Probable
excluding hardware or armrests {46) Air bag (use codes "16" and "17" (3) Possible
(21) Left side hardware or armrest for injuries sustained from air bag (9) Unknown
- (22) Left A (A1/A2)-pillar compartment covers)




AUTOMATIC RESTRAINTS

NOTES: Encode the data for each applicable front seat position. The attribute for the variables may be found
below. Restraint systems should be assessed during the vehicle inspection then coded on the Occupant

Assessment Form.

AIR BAGS

Left

Right

F' | Availability/Function 2 )7
R Deployment ¢ o/}
-? Failure ¢ ﬁ

Alr Bag Systam Avalablity/Function Alr Bag Systsm Deployment Did A Bag System Fall?
(0) Not equipped/not available {0) Not equipped/not available (0) Not equipped/not available
(1) Airbag (1) Air bag deployed during accident (1) No

{as a result of impact) (2) Yes {specify):
Non-functional (2) Air bag deployed inadvertently just
(2) Air bag disconnected (specify): prior to accident (9) Unknown
(3) Air bag deployed, accident sequence
{3) Air bag not reinstalled ~ undetermined
{9) Unknown (4) Nondeployed
{6) Unknown if deployed
{6) Air bag deployed as a result of a
noncollision event during accident
sequence (e.g., fire, explosion,
electrical)
(9) Unknown
AUTOMATIC BELTS
Left Right
Availability/Function J73) [}
F [Cuse 7 2
R | Type QP Q
T Proper Use i 4

Failure Modes

Automatic (Passive) Belt System
Avallability/Function

(0) - Not equipped/not available

(1) 2 point automatic belts

(2) 3 point automatic beits

{3) Automatic belts - type unknown

Non-functional

{4) Automatic belts destroyed or
rendered inoperative

(9) Unknown

Automatic (Passive) Beit System Use

(0} Not equipped/not available/destroyed
or rendered inoperative

(1) Automatic belt in use -

(2) Automatic belt not in use {(manually
disconnected, motorized track
inoperative)

(3) - Automatic belt use unknown

(9) Unknown

Automatic (Passive) Belt System Type
{0) Not equipped/not available
{1) Non-motorized system
(2) Motorized system .
{9) Unknown

Proper Use of Automatic (Passive) Belt
System :
{0) Not equipped/not available/not used
(1) Automatic belt used properly
(2) Automatic beit used properly with
child safety seat

Automatic Belt Used Improperly

{3) Automatic shoulder beit worn under
arm

(4) Automatic shoulder beit worn behind
back

(5) Automatic beit worn around more
than one person

(6) Lap portion of automatic belt worn
on abdomen

(7) Automatic lap and shoulder belt or
asutomatic shoulder beit used
improperty
with child safety seat (specify):

(8) Other inﬁropor use of sutomatic belt
system
(specify):

{9) Unknown

Automatic (Passive) Belt Fallure Modes
Dwring Accident

{0) Not equipped/not avsilable/not in use

(1) No sutomatic beit failure(s)

(2) Torn webbing (stretched webbing not

included)

(3) Broken buckle or latchplate

(4) Upper anchorage separated

(6) Other anchorage separated (specify):

{6) Broken retractor
(7) Combination of above (specify): .
(8) Other automatic belt failure (specify):

(8) Unknown
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MANUAL RESTRAINTS

NOTES: Encode the applicable data for sach seat position in the vehicle. The attribute for the variable may be
found below. Restraint systems should be assessed during the vehicle inspection then coded on the
Ocupant Assessment Form.

If a Child safety seat is present, encode the data on the back of this page.
If the vehicle has automatic restraints available, encode the appropriate data on the back of the previous
page.
Left Center Right
B | Availability 4 ) &4
R | Use P4 %) @
T Failure Modes / & /
E Availability 2 P 3
0 | Use LY )% PP
g Failure Modes @ q ¢ .
L Availability
| Use
R -
D Failure Modes
'(I? Availability
H Use
E
R Failure Modes
Manual (Active) Belt System Avasilability (08) Other belt used (specify):
{0) None available
(1) Belt removed/destroyed {12) Shoulder belt used with child safety seat
(2) Shoulder belt {13) Lap belt used with child safety seat
(3) Lap belt {14) Lap and shoulder belt used with child
{4) Lap and shoulder beit safety seat
{5) Belt available - type unknown (15) Belt used with child safety seat -
type unknown
Integral Belt Partislly Destroyed (18) Other belt used with child safety seat
{6) Shoulder belt (lap belt {specify):
destroyed/removed) {99) Unknown if belt used
(7) Lap belt (shoulder belt
destroyed/removed)
Manual (Active) Belt Failure Modes During Accident
(8) Other belt (specify): {0) No manual belt used or not available
{1) No manual belt failure(s)
(9) Unknown {2) Torn webbing (stretched webbing not
included)
{3) Broken buckle or latchplate
Manual (Active) Belt System Use (4) Upper anchorage separated
(00) None used, not available, or belt {5) Other anchorage separated (specify):
removed/destroyed
{01) Inoperable {specify): {6) Broken retractor
. (7) Combination of above (specify):
{02) Shoulder belt
{03) Lap belt (8) Other manual belt failure (specify):
(04) Lap and shoulder belt
- {05) Belt used - type unknown (9) Unknown




CHILD SAFETY SEAT FIELD ASSESSMENT

When a child safety seat is present enter the occupant’s number in the first row and complete the column below
the occupant’s number using the codes listed below. Complete a column for each child safety seat present.

Occupant Number

1. Type of Child R
Safety Seat ]
2. Child Safety Seat —
Orientation /
3. Child Safety Seat v
Harness Usage /
4. Child Safety Seat /
Shield Uasge
5. Child Safety Seat
Tether Usage
6. Child Safety Seat : f h Chil f
Make/Model Specify Below for Each Child Safety Seat
1. Type of Child Safety Seat 3. Child Safety Seat Harness Usage
{0) No child safety seat . .
(1) Infant seat 4. Child Safety Seat Shield Usage
) Loddler seat 5. Child Safety Seat Tether Usage
{4) Booster seat Note: Options Below Are Used for Variables 3-5.
{7) Other type child safety seat (specify): {00) No child safety seat
(8) Unknown child safety seat type Not Designed with Harness/Shield/Tether
(9) Unknown if child safety seat used (01) After market harness/shield/tether
added, not used
2. Child Safety Seat Orientation (02) After market harness/shield/tether used

(00) No child safety seat

Designed for Rear Facing for
This Age/Weight

(01) Rear facing

(02) Forward facing

(08) Other orientation (specify):

{09) Unknown orientation

Designed for Forward Facing for This
Age/Weight

(11) Rear facing

(12) Forward facing

{18) Other orientation (specify):

{(19) Unknown orientation

Unknown Design or Orientation For This
Age/Weight, or Unknown Age/Weight
{21) Rear facing

{22) Forward facing

(28) Other orientation (specify):

(29) Unknown orientation

(99) Unknown if child safety seat used

(03) Child safety seat used, but no after market
harness/shield/tether added

{09) Unknown if harness/shield/tether
added or used

Designed With Harness/Shield/Tether

(11) Harness/shield/tether not used

(12) Harness/shield/tether used

{19) Unknown if harness/shield/tether used

Unknown If Designed With Harness/Shield/Tether
(21) Harness/shield/tether not used

(22) Harness/shield/tether used

{29) Unknown if harness/shield/tether used

{99) Unknbwn if child safety seat used

. Child Safety Seat Make/Model

(Specify make/model and occupant number)




National Accident Sampling System-Crashworthiness Data System: Interior Vehicle Form

Page 7

HEAD RESTRAINTS/SEAT EVALUATION

NOTES: Encode the applicable data for each seat position in the vehicle. The attribute for these variables may
be found at the bottom of the page. Head restraint type/damage and seat type/performance should be
assessed during the vehicle inspection then coded on the Occupant Assessment Form.

Left Center Right
F Head Restraint Type/Damage 2 ¢ 3
é Seat Type G 2 dﬁ ¢2
S Seat Performance / 7] /
T Seat Orientation / ﬂ /
S Head Restraint Type/Damage 03 ﬂ ¢
C | Seat Type ZE; 23 z23
8 Seat Performance / / /
D Seat Orientation / / /
T Head Restraint Type/Damage -
'I'l Seat Type
R Seat Performance
P Seat Orientation
o Head Restraint Type/Damage
;r-l Seat Type
E Seat Performance
R Seat Orientation

Head Restraint Type/Damage by Occupant at This Seat Performance (this Occupant Position)
Occupant Position {0). Occupant not seated or no seat

(0) No head restraints

(1) Integral — no damage

(2) Integral — damaged during accident
{3) Adjustable — no damage

{4) Adjustable — damaged during accident
(5) Add-on — no damage

{6) Add-on — damaged during accident
{8) Other Specify):

{9) Unknown

. Seat Type (this Occupant Position)

{00) Occupant not seated or no seat

{01) Bucket

{02) Bucket with folding back

(03) Bench

(04) Bench with separate back cushions

(05) Bench with folding back(s)

(06) Split bench with separate back cushions
(07) Split bench with folding back(s)

(08) Pedestal (i.e., column supported)

(09) Other seat type (specify):

(10) Box mounted seat (i.e., van type)
(99) Unknown

(1) No seat performance failure(s)
{2) Seat adjusters failed
(3) Seat_back folding locks or "seat back" failed

specify:

(4) Seat tracks/anchors failed

(5) Deformed by impact of occupant

(6) Deformed by passenger compartment
intrusion (specify):

(7) Combination of above (specify):

(8) Other (specify):

(9) Unknown

Seat Orientation (this Occupant Position)

(0) Occupant not seated or no seat
(1) Forward facing seat

(2) Rear facing seat

(3) Side facing seat (inward)

(4) Side facing seat (outward)

(8) Other (specify):

(9) Unknown

CONTACT PATTERN)

DESCRIBE ANY INDICATION OF ABNORMAL OCCUPANT POSTURE (I.E., UNUSUAL OCCUPANT
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EJECTION/ENTRAPMENT DATA

Complete the following if the researcher has any indication that an occupant was either ejected from or entrapped
in the vehicle. Code the awopriate data on the Occpant Assessment Form.

EJECTION No [ VYesl ]
Describe indications of ejection and body parts involved in partial ejection(s):

Occupant Number

Ejection

(Note on Vehicle Interior Sketch)
Ejection Area

Ejection Medium

Medium Status

Ejection (7) Roof (5) Integral structure

(1) Complete ejection (8) Other area (e.g., back of ({8) Other medium (specify):

{1) Partial ejection pickup, etc.) (specify):

(3) Ejection, Unknown degree {9) Unknown

(9) Unknown (9) Unknown

Medium Status (Immediately Prior

Ejection Area Ejection Medium to Impact)

(1) Windshield (1) Door/hatch/tailgate {1) Open

(2) Left front (2) Nonfixed roof structure (2) Closed

{3) Right front (3) Fixed glazing (3) Integral structure

{4) Left rear (4) Nonfixed glazing (specify): (9) Unknown

{5) Right rear

(6) Rear
ENTRAPMENT No [ VI/ Yes [ 1

Describe entrapment mechanism:

Component(s):

{Note in vehicle interior diagram)




t L

e

U.S. Department of Transportation

Nationel Highway Tratfic Safety
Administration

OCCUPANT ASSESSMENT FORM

-—

. Primary Sampling Unit Number

OCCUPANT'S CHARACTERISTICS

£

5. Occupant’s Age
Code actual age at time of accident.
(00) Less than one year old (specify by month):

(97) 97 years and older
(99) Unknown

6. Occupant’s Sex 2
(1) Male
{2) Female
(9) Unknown

7. Occupant’s Height _L _é_-?’_

Code actual height to the nearest
centimeter.
(999) Unknown

_6_4’_ inches X 2.64 = _’_ _6_ 3_ centimeters

8. Occupant’s Weight _Q S i
Code actual weight to the nearest
kilogram.

{999)Unknown

_[ 2 Q pounds X .4536 = é éi kilograms

9. Occupant’s Role [
(1) Driver
(2) Passenger
(9) Unknown

2. Case Number - Stratum @41 D
3. Vehicle Number _Q I
4. Occupant Number _Q [ -

BEST AVAILABLE COPY

Form
O.MA&. No. 2127-0021

10. Occupant’s Seat Position

Front Seat

{11) Left side

{12) Middle

(13) Right side

{14) Other (specify):
{15) On or in the lap of another occupant

Second Seat

(21) Left side

(22) Middle

(23) Right side

(24) Other (specify):
(25) On or in the lap of another occupant

Third Seat

(31) Left side

(32) Middle

(33) Right side

(34) Other (specify):
{35) On or in the lap of another occupant

Fourth Seat

(41) Left side

(42) Middle

(43) Right side

{44) Other (specify):
(45) On or in the lap of another occupant

(97) In or on unenclosed area
(98) Other seat (specify):
{99) Unknown

NABS Cdny C8
st Revi G
o2nd Rov _

11. Occupant’s Posture q l
{0) Normal posture

Abnormal posture

(1) Kneeling or standing on seat

(2) Lying on or across seat

{3) Kneeling, standing or sitting in front of seat

(4) Sitting sideways or turned to talk with another
occupant or to look out a rear window

(5) Sitting on a console

{6) Lying back in a reclined seat position

{7) Bracing with feet or hands on a surface in front
of seat

{8) Other abnormal posturé (specify):

{(9) Unknown

HS Form 433A (1/93)

This report is authorized by P.L. 89-563, Title 1, Section 106, 108, and 112. While you are not required 1o respond,

thMthMdﬁhummw.m.qu.
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EJECTION/ENTRAPMENT

12. E(j)ecﬂbn o v -¢ 15. Medium Status (Immediately Prior To Impact)
{0) No ejection (0) No ejection
(1) Complete ejection (1) Open
(2) Partial ejection (2) Closed
(3) Ejection, unknown degree (3) Integral structure
(9) Unknown (9) Unknown
13. Ejection Area Q 16. Entrapment _Q
(0) No ejection (NOTE: Entrapped means that part of the

(1) Windshield

(2) Left front person was in the vehicle and mechanically

. restrained; jammed doors and immobilizing

(3) Right front injuries by themselves are not sufficient to

(4) Left rear constitute entrapment.)

(5) Right rear (0) Not entrapped

(6) Rear (1) Entrapped

(7) Roof . (9) Unknown

{8) Other area (e.g., back of pickup, etc.)
(specify):

(9) Unknown

14. Ejection Medium Q
(0) No ejection
{1) Door/hatch/tailgate
{2) Nonfixed roof structure
(3) Fixed glazing
(4) Nonfixed glazing (specify):

(5) Integral. structure
(8) Other medium (specify):

(9) Unknown
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RESTRAINT SYSTEM EVALUATION

17. Manual (Active) Belt System Availability 21. Air Bag System Availability/Function Q
(0) None available (0) Not equipped/not available
(1) Belt removed/destroyed (1) Air bag
(2) Shoulder belt
(3) Lap bett Non-functional

(4) Lap and shoulder belt

(5) Belt available—type unknown (2) Air bag disconnected (specify):

Integrsl Belt Partially Destroyed {3) Air bag not reinstalled
(6) Shoulder belt (lap belt destroyed/removed) (9) Unknown
(7) Lap belt (shoulder belt destroyed/removed)
(8) Other belt (specify): 22. Air Bag System Deployment z
{0) Not equipped/not available ,
(9)  Unknown (1) Air bag deployed during accident (as a
re_sult of impact) .
18. Manual (Active) Belt System Use _@ g}_ ) A oeg deployed inadvertently just
(00) None used, not available, or belt pr .
removed/destroyed (3) Air bag deployed, accident sequence
i i : undetermined
(01) Inoperative (specify) () Nondeployed
(02) Shoulder bek {56) Unknown if deployed
(03) Lap belt (6) Air bag deployed as a result of a noncollision
(04) Lap and shoulder belt event during accident sequence (e.g., fire,
(05) Belt used—type unknown explosion, electrical)
{08) Other belt used (specify): (9) Unknown
(12 o vt s e ey o
p belt used with child sa s L
(14) Lap and shoulder belt used with child 23. ‘s‘“ There Indicstions of Air Bag
safety seat ystem Fa Iqre? .
(15) Belt used with child safety seat—type unknown (0) Not equipped/not available
(18) Other belt used with child safety seat (1) No
(specify): (2) Yes (specify):
(99) Unknown i belt used
(9) Unknown
19. Proper Use of Manual (Active) Belts g
(0) None used or not available Note: See Variables 44 through 48 (Page 5)

(1) Belt used properly

(2) Belt used properly with child safety seat for Information on Automatic Belts

Belt Used Improperly . -
(3) Shoulder belt wom under arm 24. Police Reported Restraint Use g.
{4) Shoulder belt worn behind back or seat (O) Noneused )
{5) Belt wom around more than one person (1) Police did not indicate restraint use
{6) Lap belt wom on abdomen (2) Shoulder beit
{(7) Lap belt or lap and shoulder belt used (3) Lap belt
improperly with child safety seat (specify): (4) Lap and shoulder beit n
(8) Other improper use of manual belt system {g; (B;f,'-,',d"::f,;&y 2:,2“ spocified
(specify): (7) Other or automatic restraint (specify):
(9) Unknown

(8) Restrained, type unknown
(9) Police indicated "unknown"

20. Manual (Active) Belt Failure Modes 2 |
During Accident

{0) No manual belt used

{1) No manual belt failure(s)

{2) Tom webbing (stretched webbing not
included)

(3) Broken buckle or latchplate

(4) Upper anchorage separated

(5) Other anchorage separated (specify):

(6) Broken retractor
(7) Combination of above (specify):

{8) Other manual belt Tallure {specity):
(9) Unknown
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26.

Page 4

HEAD RESTRAINT AND SEAT EVALUATION

25. Head Restraint Type/Damage by Occupant

at This Occupant Position

(0)
1))
(2)
(3)
(4)
(5)
(6)
(8)

(9)

No head restraints

integral—no damage
integral—damaged during accident
Adjustable—no damage

Adjustable —damaged during accident
Add-on—no damage
Add-on—damaged during accident
Other (specify):

Unknown

Seat Type (this Occupant Position)

(00)
(01)
(02)
(03)
(04)
(05)
(06)
(07)
(08)
(09)

(10
(99)

Occupant not seated or no seat

Bucket

Bucket with folding back

Bench

Bench with separate back cushions
Bench with folding back(s)

Split bench with separate back cushions
Split bench with folding back(s)
Pedestal (i.e., column supported)

Other seat type (specify):

Box mounted seat (i.e., van type)
Unknown

3

27. Seat Performance (this Occupant Position) _1_

(0) Occupant not seated or no seat

(1) No seat performance failure(s)

(2) Seat adjusters failed

(3) Seat back folding locks or "seat back" failed

(4) Seat track/anchors failed

{5) Deformed by impact of occupant

(6) Deformed by passenger compartment intrusion
(specify):

(7) Combination of above (specify):

(8) Other {specify):

{9) Unknown
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28.

29.

30.

Page 5

CHILD SAFETY SEAT

Child Safety Seat Make/Model 7@_
(000) No child safety seat Q ¢
Applicable codes are found in your NASS CDS
Data Collection, Coding and Editing

(950) Built-in child safety seat

(997) Other make/model (specify):

(998) Unknown make/model
(999) Unknown if child safety seat used

Type of Child Safety Seat

{0) No child safety seat

(1) Infant seat

(2) Toddler seat

(3) Convertible seat

(4) Booster seat

(7) Other type child safety seat (specify):

(8) Unknown child safety seat type
{9) Unknown if child safety seat used

22

Designed for Resr Facing for This Age/Weight
(01) Rear facing

(02) Forward facing

(08) Other orientation (specify):

Child Safety Seat Orientation
{00) No child safety seat

{09) Unknown orientation

Designed For Forward Facing for This Age/Weight
(11) Rear facing

{(12) Forward facing

{18) Other orientation (specify):

{(19) Unknown orientation

‘Unknown Design or Orientation For This
Age/Weight, or Unknown Age/Weight
(21) Rear facing

(22) Forward facing

(28) Other orientation (specify):

(29) Unknown orientation

(99) Unknown if child safety seat used

31. Child Safety Seat Harness Usage
32. Child Safety Seat Shield Usage

33. Child Safety Seat Tether Usage

29
DI

2P

Note: Options below applicable to
Variables O0A31-0A33.
{00) No child safety seat

Not Designed With Harness/Shield/Tether
(01) After market harness/shield/tether
added, not used
(02) After market harness/shield/tether used
(03) Child safety seat used, but no after market
harness/shield/tether added
(09) Unknown if harness/shield/tether
added or used

Designed With Harness/Shield/Tether

(11) Harness/shield/tether not used

(12) Harness/shield/tether used

{19) Unknown if harness/shield/tether used

Unknown If Designed With Harness/Shield/Tether
(21} Harness/shield/tether not used

(22) Harness/shield/tether used

{29) Unknown if harness/shield/tether used

(99) Unknown if child safety seat used
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INJURY CONSEQUENCES 38. Working Days Lost

34.

35.

36.

37.

2

Injury Severity {Police Rating)

(0) O - No injury

(1) C - Possible injury

(2) B - Nonincapacitating injury
(3) A - Incapacitating injury

(4) K - Killed

{5) U - Injury, severity unknown
{6) Died prior to accident

{9) Unknown

Treatment - Mortality

(O) No treatment

(1) Fatal

(2) Fatal - ruled disease (specify):

Nonfatal

(3) Hospitalization

(4) Transported and released

(5) Treatment at scene - nontransported
(6) Treatment later

(8) Treatment - other (specify):

{9) Unknown

Type Of Medical Facility (for Initial Treatment) _L
{0) Not treated at a medical facility

(1) Trauma center

(2) Hospital

(3) Medical clinic

(4) Physician’s office

(5) Treatment later at medical facility

(8) Other (specify):

{9) Unknown

Hospital Stay

{00) Not Hospitalized _Qg_
Code the number of days (up through 60)

that the occupant stayed in hospital.

(61) 61 days or more

(99) Unknown

Page 6

39.

40.
41.
42.

43.

L7

Code the number of days
(up through 60) that the occupant
lost from work due to the accident
(00) No working days lost
(61) 61 days or more
(62) Fatally injured
(97) Not working prior to accident
(99) Unknown

Time to Death 9_2
_Code number of hours from time of

accident to time of death up through 24

hours. If time of death is greater than 24

hours, code number of days. (Note: 1 day =

31, 2 days = 32, ... ndays = 30 +n up

through 30 days = 60)

(00) Not fatal

(96) Fatal - ruled disease

(99) Unknown

1st Medically Reported Cause of Death Oo
2nd Medically Reported Cause of Death m

3rd Medically Reported Cause of Death
Code the Occupant Injury from line

number(s) for the medically reported

injury(s) which reportedly contributed to

this occupant’s death

(00) Not fatal or no additional causes

(97) Other result (includes fatal ruled
disease) (specify):

(99) Unknown

Number of Recorded Injuries for
This Occupant

Code the actual number of
injuries recorded for this occupant.
(00) No recorded injuries
{97) Injured, details unknown
(99) Unknown if injured

ol
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AUTOMATIC BELT SYSTEM
44, Automatic (Passive) Belt System Availability/

45,

46.

47.

Function

(0) Not equipped/not available

{1) 2 point automatic belts

{2) 3 point automatic belts

(3) Automatic belts - type unknown

Non-functional

(4) Automatic belts destroyed or rendered
inoperative

(9) Unknown

Automatic (Passive) Belt System Use

48. Automatic (Passive) Belt Failure Modes

Page 7
During Accident _?2
(0) Not equipped/not available/not in use

(1) No automatic belt failure(s)

(2) Torn webbing (stretched webbing not included)
{3) Broken buckle or latchplate

(4) Upper anchorage separated

{5) Other anchorage separated (specify):

{6) Broken retractor
{7) Combination of above (specify):
{8) Other automatic belt failure (specify):

(9) Unknown

(0) Not equipped/not available/destroyed or ’
rendered inoperative

(1) Automatic belt in use

(2) Automatic belt not in use {(manually
disconnected, motorized track inoperative)
(specify):

(3) Automatic belt use unknown
(9) Unknown

Automatic (Passive) Belt System Type
(O) Not equipped/not available

{1) Non-motorized system

(2) Motorized system

{9) Unknown

Proper Use of Automatic (Passive

Belt System

{0) Not equipped/not available/not used

{1) Automatic belt used properly

(2) Automatic belt used properly with
child safety seat

2

Automatic Belt Used Improperly

(3) Automatic shoulder belt worn under arm

{4) Automatic shoulder belt worn behind back

{5) Automatic belt worn around more than
one person

(6) Lap portion of automatic belt worn
on abdomen

(7) Automatic lap and shoulder belt or
automatic shoulder belt used improperly
with child safety seat (specify):

(8) Other improper use of automatic belt system
(specify):
(9) Unknown

49. Seat Orientation (this Occupant Position) /

Q EE

50. Glasgow Coma Scale (GCS) Score

51.

52. Arterial Blood Gases (ABG) - HCO3

{0) Occupant not seated or no seat
{1) Forward facing seat

{2) Rear facing seat

{3) Side facing seat (inward)

(4) Side facing seat (outward)

(8) Other {specify):

(9) Unknown

TRAUMA DATA

O o
{(at Medical Facility)
{00) Not injured
{01) Injured - not treated at medical facility
{02) No GCS Score at medical facility
(03-15) Code the actual value of the
initial GCS Score recorded at medical
facility.
(97) Injured, details unknown
{99) Unknown if injured

Was the Occupant Given Blood?
(1) No - blood not given
{2) Yes - blood given
{specify units):
(9) Unknown if blood given

—‘— .

{00) Not injured

(01) Injured, ABGs not measured or reported
(02-50) Code the actual value of theHCO3
(96) ABGs reported , HCO3 unknown

{97} Injured, details unknown

(99) Unknown if injured

ARE ALL APPLICABLE MEDICAL RECORDS INCLUDED

WITH INITIAL SUBMISSION?

UPDATE CANDIDATE?

NO [~ YESI ]

NO M/ YES | ]
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Form Approved
U.S. Department of Transportation 0.M.B. No. 2127-0021
National Highway Traffic Safet NATIONAL ACCIDENT SAMPLING SYSTEM
A:mi:;tratio: oy Trelflo Selety OCCUPANT INJURY FORM CRASHWORTHINESS DATA SYSTEM
1. Primary Sampling Unit Number /7 3 3. Vehicle Number Q _L
2. Case Number - Stratum _& 3 2 _D 4. Occupant Number Q_I_

INJURY DATA

Record below the actual injuries sustained by this occupant that were identified from the official and unofficial data
sources. Remember not to double count an injury just because it was identified from two different sources. If
greater than ten injuries have been documented, encode the balance on the Occupant Injury Supplement.

0.l.C.-A.l.S Injury Occupant

Source Type of Specific Source Direct/ Area
of Injury Body Anatomic Anatomic Level of A.lS. Injury Confidence Indirect Intrusion
Data Region  Structure  Structure Injury Severity  Aspect Source Level Injury Number

HS Form 433B (1/93) This report is authorized by P.L. 89-663, Title 1, Section 106, 108, and 112. While you are not required to respond,
your cooperation is needed to make the resuits of this data collection effort comprehensive, accurate, and timely.



OCCUPANT INJURY DATA

0.I.C.-A.l.S Injury Occupant
Source Type of Specific Source Direct/ Area
of Injury Body  Anatomic Anatomic Level of A.lLS. Injury Confidence [ndirect Intrusion

Data Region  Structure Structure Injury Severity  Aspect Source Level Injury Number




OFFICIAL INJURY DATA — SOFT TISSUE INJURIES

Indicate the Location, Specific Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and Source
of all injuries indicated by official sources (or from PAR or other unofficial sources if medical records and interviewee data are unavailable.)
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- SOURCE OF INJURY DATA
OFFICIAL

(4}}

(2)

(3)
4)

Autopsy records with or without hospital/
medical records

Hospital/medical records other than
emergency room (e.g., discharge
summary)
Emergency room rds only (including
associated X-rays or other iab reports)
Private physician, walk-in or emergency
clinic

UNOFFICIAL

(6)

Lay coroner report

(26) Left side window glass or frame

(26) Left side window glass including
one or more of the following:
frame, window sill, A (A1/A2)-pillar,
B-piliar, or roof side rail.

(27) Other left side object (specify):

(28) Left side window sill

RIGHT SIDE

(30) Right side interior surface,
excluding hardware or armrests

(31) Right side hardware or armrest

(32) Right A (A1/A2)-pillar

{61) Backlight storage rack, door, etc.
{62) Other rear object (specify):

EXTERIOR of OCCUPANT'S VEHICLE

(66) Hood

(66) Outside hardware (e.g., outside
mirror, antenna)

(67) Other exterior surface or tires
(specify):

(68) Unknown exterior objects

EXTERIOR OF OTHER MOTOR VEHICLE
(70} Front bumper

(6) E.M.S. personnel (33) Right B-pillar (71} Hood edge
(7) Interviewee -(34) Other right pillar (specify): (72) Other front of vehicle (specify):
(8) Other source {specify):
(36) Right side window glass or frame (73) Hood
(8) Police (36) Right side window glass including (74) Hood omament
one or more of the following: (76) Windshield, roof rail, A-pillar
frame, window sill, A (A1/A2)-pillar, (76) Side surface

INJURY SOURCE B-pillar, or roof side rail. (77) Side mirrors
FRONT (37) Other right side object (specify): (78) Other side protrusions (specify)
(01) Windshield
(02) Mirror {38) Right side window sill (79) Rear surface
(03) ' Sunvisor (80) Undercarriage
(04) Steering wheel rim INTERIOR (81) Tires and wheels
(06) Steering wheel hub/spoke (40) Seat, back support (82) Other exterior of other motor vehicle
{08) Steering wheel (combination (41) Belt restraint webbing/buckle {specify):

of codes 04 and 05) (42) Belt restraint B-pillar or door frame
{07) Steering column, transmission attachment point (83) Unknown exterior of other motor vehicle

selector lever, other attachment (43) Other int sy P
{08) Add on equipment (e.g., CB, tape {specify): OTHER VEHICLE OR OBJECT IN THE

deck, air conditioner) (44) Head restraint system ) ENVIRONMENT
(09) Left instrument panel and below (45) Air bag (use codes "16" and "17" for injuries  (84) Ground
(10) Center instrument panel and below sustained from air bag compartment covers) (85) Other vehicle or object (specify)
(11) Right instrument panei and below (46) Other occupants (specify):
(12) Glove compartment door (86) Unknown vehicle or object
(13} Knee bolster (47) Interior loose objects
(14) Windshield including one or more (48) Child safety seat (specify): NONCONTACT INJURY

of the following: front header, (90) Fire in vehicle

A (A1/A2)-pillar, instrument panel, (49) Other interior object (specify): {81) Flying glass

mirror, or steering assembly (driver (82) Other noncontact injury source

side only) (specity):
(16) Windshield including one or more ROOF (83) Air bag exhaust gases

of the following: front header, (60) Front header (97) Injured, unk

A (A1/A2)-pillar, instrument panel, or (61} Rear header

mirror (passenger side only) (62) Roof left side rail
(16) Driver side air bag compartment cover (63) Roof right side rail I,IE{I%EY SOURCE CONFIDENCE
{17) Passenger side air bag compartment cover (64) Roof or convertible top (1) Certain
(18) Windshield reinforced by exterior object {2) Probable

(specify): FLOOR {3) Possible
(19) Other front object (specify): (66) Filoor (including toe pan) {8 Unknown

67) Floor or console mounted
ission lever, including

LEFT SIDE console
(20) Left side interior surface, (68) Parking brake handle B:RED(;:E?:::P:&;I- INJURY

excluding hardware or armrests (68) Foot controls including parking (2)  Indirect contact i:l?uy
(21) Left side hardware or armrest brake ) N Y
(22) Left A (A1/A2)-pillar {3)  Noncontact injury

(7} Injured, unknown source
{23) Left B-pillar REAR
(24) Other left pillar {specify): {60} Backlight (rear window)
OCCUPANT INJURY CLASSIFICATION
Body Region Specific Anatomic Structure Spine Corvical Abbreviated Injury Scale
al

{1) Head Whole Area (04) Thoracic 1)  Minor inju
{2) Face 'Gi_s'i‘m_ Abrasion (068) Lumbar :z; Modemlo mjmy
{3) Neck Skin - Contusion (3) Serious injury
(4) Thorax (08) Skin - Laceration A"/ Nerves, Organs. Bones, (4) Severe injury
{6) Abdomen (08) Skin - Avulsion o m are assigned consecutive (6) Critical injury
(6) Spine (10) Amputation two digit numbers beginning with 02 (6) Maximum (untreatable)
(7)  Upper Extremity (20} Bum (7) Injured, unknown severity
{8) Lower Extremity (30) Crush Level of Injury
{8) Unspecified (40) Degloving Aspect

Type of Anatomic Structure

(1)  Whole Area

{2) Vessels

{3) Nerves

(4) Organs (includes muscles/
ligaments)

(6) skeletal (includu Joints)

(6) Head -

(9) Skin

(60} Injury - NFS
(80) Trauma, other than mechanical

ead - LOC

ngth of LOC
(04, 06, 08) Level of Consciousness
(10) Concussion

Specific injuries are assigned
consecutive two-digit numbers
beginning with 02,

To the extent possible, within the
organizational framework of the
AlS, 00 is assigned to an injury
NFS as to severity or where only
one injury is given in the dictionary
for that anatomic structure. 990 is
assigned to any injury NFS as to
lesion or severity.

(1) Right

(2) Left

(3) Bilateral

(4) Central

(6) Anterior

(6) Posterior

(7) Superior

(8) Inferior

(8) Unknown

{0) Whole region




OFFICIAL INJURY DATA — SKELETAL INJURIES

Restrained?
No

Yes

Blood Alcohol
Level (mg/dl)

BAL =

Glasgow Coma
Scale Score

Units of Blood
Given

Units =

Arterial Blood
Gases

PCO,

HCOo,

GCSS =

indicate the Location, Specific Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and
Source of all injuries indicated by official sources (or from PAR or other unofficial sources if medica! records and interviewee data are

unavailable.)
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OFFICIAL INJURY DATA —INTERNAL INJURIES

Indicate the Location, Specific Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and Source
of all injuries indicated by official sources (or from PAR or other unofficial sources if medical records and interviewee data are unavailable.)
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Page 2

OCCUPANT RELATED

16. Driver Presence in Vehicle
(0) Driver not present
(1) Driver present
{9) Unknown

17. Number of Occupants This Vehicle
{00-96) Code actual number of occupants
for this vehicle
{97) 97 or more
{99) Unknown

18. Number of Occupant Forms Submitted

19. Vehicle Curb Weight , 0
Code weight to nearest
10 kilograms.
(045) Less than 450 kilograms
(610) 6,100 kilograms or more
(999) Unknown

. Ibs X .4536 =

Source:

20. Vehicle Cargo Weight , 0

Code weight to nearest
10 kilograms.

(000) Less than 5 kilograms

(450) 4,500 kilograms or more

(999) Unknown

, Ibs X .4538 = __,

RECONSTRUCTION DATA

21. Towed Trailing Unit
(0O) No towed unit
(1) Yes—towed trailing unit
{9) Unknown

kgs

22. Documentation of Trajectory Data
for This Vehicle
{0) No

(1) Yes

23. Post Collision Condition of Tree or Pole

{(For Highest Delta V)

{0) Not collision (for highest delta V) with
tree or pole

(1) Not damaged

{2) Cracked/sheared

{3) Tilted <45 degrees

(4) Tilted =45 degrees

(5) Uprooted tree

(6) Separated pole from base

(7) Pole replaced

(8) Other (specify):

{9) Unknown

VEHICLE WEIGHT ITEMS OVERRIDE/UNDERRIDE (THIS VEHICLE)

HEADING ANGLE AT IMPACT FOR
HIGHEST DELTA V

24. Rollover
{0) No rollover (no overturning)

Rollover (primerily about the longitudinal axis)
(1) Rollover, 1 quarter turn only

(2) Rollover, 2 quarter turns

(3) Rollover, 3 quarter turns

(4) Rollover, 4 or more quarter turns (specify):

(5) Rollover--end-over-end (i.e., primarily
about the lateral axis)
(9) Rollover (overturn), details unknown

25. Front Override/Underride (this Vehicle)
26. Rear Override/Underride (this Vehicle)

{0) No override/underride, or
not an end-to-end impact

Override (see specific CDC)

(1) 1st CDC

{2) 2nd CDC

(3) Other not automated CDC (specify):

Underride (see specific CDC)

(4) 1st CDC

(5) 2nd CDC

{6) Other not automated CDC (specify):

(7) Medium/heavy truck or bus override
(9) Unknown

Values: (000)-(359) Code actual value
{997) Noncollision
(998) Impact with object
(999) Unknown

27. Heading Angle For This Vehicle

28. Heading Angle For Other Vehicle
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OTHER DATA 61. Rollover Initiation Object Contacted

56. Driver’s Zip Code

(00000) Driver not present 62. Location on Vehicle Where Initial Principal

(00001) Driver not a resident of U.S. or territories Tripping Force Is Applied
Code actual 5-digit zip code )

(99999) Unknown No rollover

{1) Wheels/tires
(2) Side plane

57. Driver’s Race/Ethnic Origin ﬁ ' :2; 5’,“3;':::.5396
(0) Driver not present . . .
(1) White (non-Hispanic) (5) Other location on vehicle (specify):
(2) Black {non-Hispanic) T
(3) White (Hispanic) (8) Non-contact rollover forces (specify):
(4) Black (Hispanic) (9) Unknown

(5) American Indian, Eskimo or Aleut
(6) Asian or Pacific Islander
(8) Other (specify): \ 63. Direction of Initial Roll

(9) Unknown )

No rollover -
(1) Roll right - primarily about the longitudinal -axis

58. Vehicle Spegial Use (This Trip) é {2) Roll left - primarily about the longitudinal axis
(0) No §pec|al use (5) End-over-end (i.e., primarily about the lateral
{2) Vehicle used as school b axis)
( ehicle used as school bus oo
(3) Vehicle used as other bus (9) Unknown roll direction
(4) Military
(5) Police

(6) Ambulance .
(7) Fire truck or car PRECRASH DATA
* {8) Other (specify):
(9) Unknown 64. Pre-Event Movement (Prior to _g _‘_
Recognition of Critical Event)

ROLLOVER DATA (01) Going straight

If GVO7 (Body Type) = 1-49, leave GV59-GV63 blank. :83 gi‘;"r‘t’::g i‘,’"tsrta‘;fig'?a%'e" traffic lane

If GV24 (Rollover) = 0, then GV59-GV63 must equal O. (04) Sto . .
_ _ pped in traffic lane
It GV24 = 9, then GV59-GV63 must equal 9. (05) Passing or overtaking another vehicle

(06) Disabled or parked in travel lane

°e zﬁ"?}f :;'I‘Igv'a;on Type — {07) Leaving a parking position
{1) Trip-over ' (08) Entering a parking position
(2) Flip-over {09) Turning right
{3) Turn-over (10) Tuming left
(4) Climb-over (11) Making a U-turn - .
(5) Fall-over (12) Backing up (other than for parking position)

(13) Negotiating a curve

(6) Bounce-over . (14) Changing lanes -

(7) Collision with another vehicle (15) Merging {

(8) Other rollover initiation type specify): (16) Successful avoidance maneuver to a previous
critical event

(97) Other (specify):

{9) Unknown rollover initiation type

{98) No driver present

60. Location of Rollover Initiation (99) Unknown

(O) No rollover

(1) On roadway

(2) On shoulder—paved

(3) On shouider—unpaved

{4) On roadside or divided trafficway median
{9) Unknown
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CODES FOR ROLLOVER INITIATION OBJECT CONTACTED

{00) No rollover
{01-30) — Vehicle Number

Noncollision

(31) Turn-over — fall-over
(33) Jackknife

Collision With Fixed Object

(41) Tree (< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
(43) Shrubbery or bush

(44) Embankment

(45) Breakaway pole or post (any diameter)

Nonbreakaway Pole or Post

(50) Pole or post (s 10 cm in diameter)

{(51) Pole or post (> 10 cm but < 30 cm in
diameter)

(52) Pole or post (> 30 cm in diameter)

(53) Pole or post (diameter unknown)

{64) Concrete traffic barrier

(55) Impact attenuator

{66) Other traffic barrier (includes guardrail)
{specify):

(57) Fence

(58) wall

(59) Building

(60) Ditch or culvert

(61) Ground

(62) Fire hydrant

(63) Curb

(64) Bridge

(68) Other fixed object (specify):

(69) Unknown fixed object

Collision with Nonfixed Object
{71) Motor vehicle not in-transport
{76) Animal
(77) Train
{78) Trailer, disconnected in transport
(88) Other nonfixed object (specify):

{89) Unknown nonfixed object

(98) Other event (specify):

(99) Unknown event or object




PSU NUMBER _
Case NUMBER 47D
VEHICLE NUMBER 02,

EXTERIOR
VEHICLE
FORM

THE FOLLOWING DATA IS NOT INCLUDED IN THIS CASE:

s | ENTIRE FORM

[1 PAGE NUMBER (S)




PSU NUMBER 3
CASE NUMBER 057 D
VEHICLE NUMBER 02

INTERIOR
VEHICLE
FORM

THE FOLLOWING DATA IS NOT INCLUDED IN THIS CASE:

)] ENTIRE FORM

[1 PAGE NUMBER (S)




PSU NUMBER -3

CAseE NUMBER 031D
VEHICLE NUMBER 02
OccuPANT NUMBER ol

OCCUPANT

ASSESSMENT
FORM

THE FOLLOWING DATA IS NOT INCLUDED IN THIS CASE:

7] ENTIRE FORM

(1 PAGE NUMBER (S)




PSU NUMBER 3

CAse NUMBER 69 D
VEHICLE NUMBER 02>
OccUPANT NUMBER o/

OCCUPANT
INJURY
FORM

THE FOLLOWING DATA IS NOT INCLUDED IN THIS CASE:

| ENTIRE FORM

(] PAGE NUMBER (S)




fory

FSLI73 1993

CASE 097D

DENTIFICATION
» MNumber of General Vehicle Forms Submitted
. Date of Accident (Month, Day, Year)

£ timel

. Time of fAccident (military

£ fe ) e

SFECIAL STUDIES INDICATORS
&. 5514 0O 7. 8851% 0 5. 851 0O

MNUMRBER OF EVENTS
11. Number of Recorded Eventz in This
01

Aocident

ACTIDEMT Fikm

10, 5818

L]

0



FSU73 1933 ACCIDENT FORM
CASE 097D

ACCIDENT EVENTS

Accident General Veh, Mum., Heneral
Sequence Vehicle Tlass of Area of or Class of Area of
Number Number Yehicle Damage Obj. Cont. Vehicle Damage
01z, 01 013, 01 D14, 02 018, F D16, 02 D17. 24 018, R
013, 02 D20, 01 021, 02 2. T 023. 321 024, 00 025, M
026, 03 027, 01 028. 02 029, F 030, 58 D31, 00 032, 0

011
INTRA ERRORS

D]1#*x¥%%¥%%%% NO EFRFFRORS #*F#rsriss
001



FSU73
CASE 097D
VEHICLE o1

1233 GENERAL

VEMICLE IDENTIFICATION

3, Model Year 852 S
&. Model 003 7.

8. VIN 1FABF1GROCE

QFFICIAL RECORDS

F. Folice Reported Disposition 1 10,
11, Police Rep. Aloochaol Presence 2 12,

ACCIDENT RELATED

1Z2. Speed Limit 083 14,
18. Accident Type 42

QUDURANT RELATED
i6. Driver Fresence in
18. Nao.

Vehicle 1 17.
Orocupant Forms Submitted 01
VEHICLE WEIGHT ITEMS

19, Vehicle Curb Weight 120 20,

FRECONSTRUCTION DATA
21, Towed Trailing Unit 0
23. FPost Col. Cond. of Tree/Fole

s e R

oD m

OYERRIDE/UNDERRIDE
Foo

tthis vehicle)
25, 2E.
HEADINMNG ANGLE AT IMFALT FOR HIGHEST DELTA
27. Heading Angle Thiz VYehicle 0320

v

8.

HEADIME aNGLE AT IMFACT FOR HIGHEST LELTA WV
29, Basis for Total Delta ¥

COMPUTER SENERATED DELTA v

30. Total Delta W

31. Longitudinal Tomponent of Dslta W

32. Lateral Tomponent of Delta V

33. Energy Absorption

34. Confidence in Reconstruction Frogram Fesults
35. Type of Vehicle Inspection

36. Is= thiz an A0DFS vehicls?

VEHIL

Fie

CLE

BEST AVAILABLE

1z

03

Make
Body Type

Folice Reported Travel
Alcohol Test Result

Speed
Fioy

Attempted fAvoid. Maneuver

Mo, Occupants This VYenicls

Vehicle Cargo Weignt

Trajectory Data Documented
Rol lover

HMeading Angls Qther Yehicle

Vit .

Dy iver

9oy
=1

1]

i

(IO

.

085



37.
38.

33.

Folice Eeported Drug Presence
Folice Feported Drug Evaluation Classification
Other Drug Specimen Test Type for Driver

0
8}
i

DRUG EVALUATION CLASSIFICATION / Other Test Results for Oriver

DEC Observation/ =

Ferception Test Fesults Tes
Narcotic Drug 30, i}
Depressant Drug 32, 0O
Stimulant Drug 4, 0
Hallucinogen Drug 46, 8
Cannabinoid Drug 48, 0
Phencyclidine (FOP) 50, s]
Inhalant Drug S52. 0
Other Drug 5. ]

OTHER DATA
S&. Driver’s Zip Code
58. Vehicle Special Use

ROLLOVER DATA -
59, RHollover Initiation Type
&5l. Follover Initiation

ObJect Contacted
£3. Direction of Initial Roll
=RECEASH DATA
&64. Fre-bEvent Movement

(Priocr to Recognition

of Critical Event)

£6. Frecrash Stability After
011

INTREA ERROES

Dl¥exttxxik® ND ERRORS

O

=

13 19

57

)

57. Driver's
£0. Location
2. Loacation
Frimoipa
a5, Initial
&7. Frecrash
EE X X TR

i1

pecimean

t Fesults
41. O

43, O

45. O

47. O

43, 0

51, O

533. O

55. O

Face/Ethnic Origin 1
of Rollover Imnitiation 9

on Yehicle where
1 Tripping

fritial 9
Farce Applled

Critical

Directional Consequences O



U732
CASE O

37D
VEHICLE

01

Accident

Sequence Object
Contacted

Mumber

4. 01

SECOND HIGHEST DELTA

1z 13

. Dz .

HIGHEST DELTA

20. L

130

SECOND

e i
Ll e o

26.
>7

CDC=

8. Original

b0
uw

and/or a

Driginm

Pt

[BRGEN

[N O I ST

.
v‘
-

b

IMTEA

HIGHEST

Documented but not
Fesearchers fAssess.

COLLISION

)l',',l"

v

i
i
e

Direction
of Farce

oz &. i1 7

H I‘} "

14, 00

-
21

ot
i}

CRUSH FROFILE

111 I‘J 11

OF VEHICLE

DEFORMATION CLF

Specific
Lorngitud
or lat.,

Loz ation

aform.
anat ion

i
-

. F 8.

IN CENTI

21, i (e a4 e

(AR A] 001 D00 3060
DELTL "y

2. -1 o2 I o (I

Vb,
Wheslbase

CTertified Altered

. Fire Oococurrence
s

Fire

Type of Fuel Tank

ERRORS

0] ®%wxkywwnxdr MO

Coded
i}

[

1.
R R e

at sl

Is this a Multi-stagsd Manufactured VYehicle

YVehicle™

ERRORS

SIFICAT

FORM

Specific
Vertical

. ol

Lo R0 62

Loesat 1o

17.

METERS

Liul e

&5

tand

[

(1001

1o,

foy

m
H N
"

/=1

sl =t

+7 L)

W

]

H
L

Drmtrit.

13,

o1



FSU73
CASE 037D
VEHITLE 01

INTEGRITY

4. Passenger Compartment 00

Doy, Tailgate or Hatcoh opening

w
-
ﬂ
.
fis)

. RF 1 7. LR O

Damage/Failure Asscociated with Door,
Tailgate or Hatoch Opening in

[y

0. LF O 11. RF O 12, LR O

GLAZING
Glazing Damage from Impact F

AT Ces

15.

20.

Ws 2 te. LF O
BL O 21. Roof

17. RF O
22. Dther

iy

Glazimg Damage from Occupant Contact

23. WB O 24, LF O 28. RF 0
28. BL O 29. Roof O 30. Other

GLAZIME (Cont.)

Type of Window/Windshield Glazing

31. WE 1 Z&. LF O
3&. RBL O 37. Roof O

Wirndaw

2%, WS

44, BL

9N
du
P
"

LFE 0 41, RF O
Ot her

£
1

b

CTollisian

1933 INTERIGH

[}

8

VEHTCLE

Z6. LR

4z, LE

F R

43,

TiE/H

TE/H

4 24

bl

Fri
R g

[

)

)



OCCURPANT AREA INTRUSION

Location of
Intrusian

Intruding
Component

47.
o1,

53.

59.
&3.
57.
71.
75,
73.

33.

STEERING COLUMN

48.
52,
36.
&0,
54,
&8.
7Z.
76,
80,
84,

87. Steering CTolumn Type 1
88. Blank

90. BRlank

92, Steering Fim/Spoke Defoarm 00

INSTRUMENT FANEL

94. Odometer Reading
96, Fnee Bolsters Deformed

011
INTREA ERROES

183, 000

89.
91,

3.

b IV

Magnitude
af Intrusion

EEST AVAILABLE

Dominant
Criash
Direction

SR 50,
53. 54,
57 T
£5. S6.
&3, 70,
73, 7.
77 75,
a1 gz,

Blank
Blank

Location of Rin/Spoke Deform

Imstrument
il ove Do

D]l k¥t d¥x¥ NO EFRFOFSG 2¥%HEFEAFH

01

Farmel Damage

300}



FSU73
CASE 097D
VEHICLE 01 OCCUrPaNT oi

19393

OCCURANT? S CHARACTERISTICS

3. fAge 40 £, Sex
8. Weight 054 D, Raol
OCCURPANT'S SEATING

10, Seat Position 11 11

EJECTION/ENTRAPMENT

12, Ejection i 2.
15. Medium Status O 1e.
RESTEAINT SYSTEM EVALUATION
17. Belt System Availability
19, PFroper Use of Belt

21. Air Bag Availability

23. Are There Indications of

Air Bag System Failure?

HEAD RESTRAINT

23. Head Restraint Type/Damage

by Occupant at this Pozition
26. Seat Type
27. BSeat Performance

CHILD SAFETY SEAT

28. Child/Safety Seat Make/Model
29. Type of Child Safety Seat
30, Orientation

21. Harness

2Z2. SBhield

33, Tether

OCCURFANT

g

i)

8}

AND SEAT EVALUATION

[N O

“fasture O

Eijection Area
Entrapmant

18.
20,

o
it

D00
00
a0
00
00

ASSESSMENT

FORM

0 b Fedd 1um

Belt System Use
Belt Failure Modes During Impact
Air Bag Deplayment

Folice Reported Festraint Use

ale}
0

[



INJURY CONSEQUENCES

34. Severity (Folice Rating) 3
35. Treatment - Mortality 4
36. Type of Med. Facility t(Initial? 1
37. Hospital Stay Qo
38. Working Days Lost EX

CAUSE OF DEATH (Completed by Zone Center)

39. Time to Death

40, Cause #1

41. Cause #2

42, Cause #2

43. Number of Recorded Injuries

AUTOMATIC BELT SYSTEM

44, Automatic (Passive) Belt System Availability/Function
453. Automatic (Passive) Belt System Use

46. Automatic (Passive) EBelt System Type

47. Froper Use of Automatic (Passive) Belt System

48. Automatic (Faszsive) Belt System Failure bode

43. Beat Orientation (this Ococupant Position)

TRAUMA DATA (Completed by Zone Center)
50. Glasgow Coma Scale (GI8) Score
51. Was the Doccupant Given Blood?
S52. Arterial Blood Gases (ARG) ~ HCOO3
011

INTRA ERRORS

Ol %% %x%% %%k %%% NO ERFEOFS %%%%EFX%%%
IBInN]

0
Q)



FSU732 19393 GEMERAL

CASE 097D
VEHICLE 02

VEHICLE IDENTIFICATION

4. Model Year 57

= Model 993

8. VINM SYAIIIIITIAIIIIY
OFFICIAL RECORDS

Y. PFaolige Reported Disposition 8
11, Police Rep. Alcohol Presence 0
ACTIDENT RELATED

13. Speed Limit 0ngg
15, Accident Type 42

QUTUFANT RELATED
16. Driver Fresence in VYehicle
18, No. Occupant Forms Submitted

VEHICLE WEIGHT ITEMS
19, Vehicle Curb Weight

RECONSTRUCTION DATA
21, Towed Trailing Unit
23, Fost Col. Cond. of Tree/Pole

OVERRIDE/UNDERRIDE (thiz vehicle?

23. F

HEADING ANGLE AT IMPACT FOR HIGHEST DELTA Y

27. Heading Angle This VYehicle

VEHICLE FORM

BEST

S Make 2 Iy
7. Hody Typs =g
10, Folice Reported Travel Spesd
12, Alaoohol Test Result for Oriv
14, Attempted Avaid. Maneuver
17. Mo, Occupants This Vehicle
Z20. Vehicle Cargo Weight
FE Ctory Data Locumented
L P R
S

)
anfd e

HEADING ANELE AT IMFACT FOR HIGHEST DELTA Y

29. Rasis for Total Delta V

COMPUTER SEMERATED DELTA W

30, Total Delta V

21. Longitudinal Companent of Delta V
32. Lateral Component of Delta V

33. Ernerqay Abszoarption

-2

e

233. Type of Vehicle Inzpection

36. I= this an A0FS vehicls

fJ

24. Confidence in Reconstruction Program

}-r

i

Meading

f0ont. 2

esults

Angle

Ot her

Veaflriole

e

AVAILABLE

993
96

EE



Police Reported Drug Fresence {
Folice Reported Drug Evaluation Classification 0
. Other Drug Specimen Test Type for Driver 0

Ly 0 )
W~

DRUE EVALUATION CLASSIFICATION / Other Test Results for Driver

DEC Observatiaon/ Specimen

Perception Test Fesults Test Results
Marcobic Drug 40, 0 41, 0
Depressant Drug 42, 0 33. D
Stimulant Drug 4, 0 A5, 0
Hallucinogen Drug 46, 0 47. 0
Cannabinoid Drug 48, O 49, 0
FPhencyclidine (FCFD S0, 0 gl

f

i

Inhalant Drug 52, ] 533, 0
Other Drug 5. Q S58%. 0

OTHER DATA
6. Driver's IZip Code 57. Driver'sz Race/Ethnic Origin S
58. Vehicls Special lUse &

OLLOVER DATA .

S8, RBEollover Inmitiation Type £0. Location of Follover Inmitiation

£1. Rollaoaver Initiation 52, Location on Vehicle Where [nitial
Object Contacted Frimcipal Tripping Force Applied

£3. Directiaon of Initial RFoll

FRECEASH DATA

54, Fre-BEvent Movement 01 53. Imitial Critical (Frecrash) Event 61
tPrice to Recognition
of Critical Event)
6. Frecrash Stability After B £7. Frecrash Divectional Consequencsess 9
1SR

INTRA ERRORS

Dl edxxwdrridds NO ERRPOFS ##53as%sses
IR
PRTER DR
Ol FeEErrEesss o3 E
FEREORS 222X Xexye¥
0



FEU732
CASE 037D
CUREENT YERSION:

FORM NAME

fu 3

EREOR

%)

(L §

NUMEER OF
DOLLAR SIGNS

SUMMARY  SCREEN

NUMBER OF
LEVEL L
ERREORS

NUMBER OF
LEVEL =
ERREORS

VERSTION
MUMBER
CONSISTEMNT

Accident

General Vehicle
Vehicle Exteriar
Yehicle Interior

Ocoupant Aszesment

OQccupant Interior

Total Inter Errars

Total Case Errars

iy
0
0
0
0
0

0
0

9]

Q)
i

(]

N
N

N

M



ey e e I
FEROT 0 =3 Ha

0044320000887 25
FAOSTFDOOCOIO0LZ

FEOSTDOOOIO0IE
F3097DO00ZE00LE
7EZ0I7D00040012

111
7

SEOCF 1390950830147 10101 1

SOOFLEEOZOZZIO0RDADOD T 15001 500200 1 D0GOOD0000~
046

72037D0O100004 ]
F30IT7DOI0O0004 2

ot

OO0 183080

T3097D01010051

FRO97DOICIOLIE]

FROGTDOZOO0O021

2097 DOZ00O002T &L 02 O000000000000000000000000000 g0 al81399

GFENERAL VEHICLE Vehicle: = -
INTRA ERROES

GEEZET 2  If ACCIDENT TYRPE GVIE eguals 46 oo 47, then FPERE-EVENT MOVEMENT

EEZEIZ GYE4 should sgual 05, 1416 or

FEUTS ERREOR SUMMARY SCREEN H3E
CASE 097D
CURRENT VERSION: &.02

MUMEBER OF NUMEER OF VERSION
NUMEBER OF LEVEL 1 LEVEL =

FORM NAME DOLLAR SIGNE

Sooident 0 Y
Sensral 0 ki
Vehicle 0 ¥
Vehicle




Q3j:5

73037DO0C0O0O00O1 1 9326 0200000000000 21 6300000004 93 93 33 FBOZ00Z0000
QO34 320000887239
73037D0O0010012 I26. 0210000000000102F0224R
73037D0O0O0NZ0012 F3E.0Z10000000000102L.0224R
730397D0O0O0O30012 936. 0210000000000102R3100N
73097D0O0O0OIG0O01 2 P36, 0210000000000 10ZF 54000
730397D0O1000021 £.02 000000000821 Z2003031FABF1EROCF 19930960830147101011
ZE00000020026027049399 393 3939339010
73097D0O1000022 .02 Oa00000 QOOOOOOOOOOO00000O0000 10213181141 000
73097D0O1000031 &, 08 D00OOO0O0O0OOI0Z0IFLEEQZOIZ21I00RDA0O1 150015002001 000000000 —
046
73097D0O1000041
3037D01000042
1
73037D01010051
0OOII0000000001 000001021013
3037D010101&1 £.02 000000000733040010373700
73037DOZ000021 .02 00000000087828846839393333339399933309I303608I9I46
73097DOZ2000022 .02 a00000000000000 QOOOO0O00O0OO000 30 Q16199
73037D399933393000 GOOOO0O0O00 (:) QOOO0OO0O00O0O0000 slslnlaislalalshNslalslninialslslninlnlolninlnle] QOO0O0O0O000000000

GENERAL VEHICLE Vehicle: =
INTRA ERRORS

GEE2E91 2 If ACCIDENT TYFE GY15 equals 46 or 47, then PRE-EVENT MOVEMENT

GE2I92 EVE4 should equal 03, 14-16 or 393,
FSU73 ERROR SUMMARY SCREEEN : 93

CASE 037D
CURRENT VERSION: €.0%

NUMEER OF NUMEBER OF VERSION
NUMREFR QF LEVEL 1 LEVEL 2 NUMBEF:

FOEM NAME DOLLAR SIGNS ERRORES ERRORS CONSISTENT
Accident O 0 0 Y
General Vehicle Q 0 1 Y
Vehicle Exterior 8] 0 0 \'s
Vehicle Intericr 0 (8] 0 Y
Occupant Assesment Q Q 0 Y
Occupant Interiaor 0 ] ] Y
Total Inter Ervors 0 0

Total Case Ervrars 0 0 1
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National Highway Traffic Safety
Administration
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